01

Form 3860—10 UNITED STATES Mineral Survey number
<°5t°berl lgzgg_m DEPARTMENT OF THE INTERIOR 4823 A & B
emery BUREAU OF LAND MANAGEMENT Stote
FIELD NOTES Arizona
Land District
Arizona

Of the Survey of the Mining Claim of (name and address of Claimant)
THE NEW JERSEY ZINC EXPLORATION COMPANY

c/o John Teet, Mgr., Western Exploration

2030 E. Broadway

Tucson, Arizona 85719

Known as the (name of group, if any)

CONSISTING OF LOCATIONS NAMED AND LOCATED AS FOLLOWS

DATE
NAME OF LOCATION LOCATED AMENDED
POP # 9 2/02/74 | 3/07/81
POP # 10 2/02/7% | 3/07/81
POP # 11 2/02/74 | 3/07/81
POP # 13 2/02/74 | 4/01/81
POP # 14 2/02/74 | 4/01/81
POP # 15 1/30/74 | 4/01/81
PCP # 16 1/30/7% | 3/07/81
NJZ # 1 3/07/81
NJZ # 2 3/07/81
NJZ # 3 3/07/81
G+W # 1 3/03/81
GHW # 2 3/07/81
GHW # 3 3/07/81
GHW # 4 3/07/81
RUF # 1 4/07/81
RUF # 2 4/07/81
RUF # 3 4/07/81
RUF # 4 L/o7/81
RUF # 5 L/07/81
RUF # 6 L/07/81
RUF # 7 4/07/81
RUF # 8 4/07/81
RUF # 9 4/07/81
RUF # 10 L/07/81
RUF # 11 4/07/81
RUF # 12 4/07/81
RUF # 13 ' 4/07/81
RUF # 14 L/07/81
RUF # 15 4/07/81
RUF # 16 L/07/81
RUF # 17 u/07/81
RUF # 18 L/07/81
RUF # 19 L/07/81
RUF # 20 4/07/81
RUF # 21 L/07/81
RUF # 22 L/07/81
RUF # 23 4/07/81
RUF # 24 L/07/81
Mining district Silver County S
Section 25 & Township 3 S.Range 23 W, Meridian Survey under order dated
11 & 12 T, 4 8, R. 23 W. Gila & Salt River June 5, 1981
Survey commenced Survey completed Name of Mineral Surveyor
June 29, 1981 March 24, 1982 Gordon W. McLain
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Mineral Survey No. 4823 A and B

FEET

This survey was made with a Kern DKM-1
directional theodolite, Serial No. 166718, with
a horizontal circle of 50 mm. diameter and a
vertical circle of 50 mm. diameter; both
circles are read through an optical microscope
that views diametrically opposite points on the
graduated circle scales; an index line is
operated by a micrometer drum which reads both
horizontal and vertical angles directly to 10"
of arc and by estimation to 1" of arc. This
instrument was in good condition at the time of
the survey and all adjustments were in good
order.

All azimuths in this record were determined by
direction angles, measured to the right, and
are referred to the meridian determined by the
following observation:

January 10, 1982, at Cor. No. 4 of the POP #10
lode, in latitude 33°07'46" N., and longitude
114°34'52" W., elevation 1015 ft. above sea
level, and temperature 40° F., make a series
of six altitude observations on the sun for
azimuth at approximately equal time intervals,
three each with the telescope in direct and
reversed positions, observing opposite limbs of
the sun, and reading the horizontal angle from
Cor. No. 4 of the POP #13 lode of this survey
southeast to the sun:

Mean time of observation,
105th meridian standard

time =10"00™37%a.m.
Declination of sun at mean

time of observation =21°55"'48" S.
Mean observed vertical

angle to sun's center = 22°15'06"
Mean horizontal angle from

Cor. No. 4, POP #13 lode,

to sun's center = 340°24'00"
True bearing to Cor. No. 4,

POP #13 lode = §.,21°57'36" E.

The lines were measured with a Topcon DM-C2
electronic distance meter, Serial No. 911223,
with a mean square error of +(0.02 ft. + 5
ppm), and with a Lufkin 100 ft. steel tape,
graduated every foot for 99 ft. and the
remainder in tenths and hundredths of a foot.
The tape was compared with a 100 ft. standard
tape at the beginning of the survey and found
to be correct. The electronic distance meter
was in good condition at the time of the survey
and all adjustments were in good order.

The magnetic declination observed at each
corner of the survey gave a uniform value of
13° E.

(This form bound on left side)
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Mineral Survey No. 4823 A

POP #9 Lode

At Cor. No. 1 of the POP #9 lode, identical
with Cor. No. 2 of the POP #10 lode, of this
survey and with cor. of the location.

Set an aluminum cap 2 ins. diam., 2 1/2 ins.
stem, cemented in drill hole on E. face of
ledge, 4 ft. above the general surface, raised
mound of stone, 3 ft. base, 3 ft. high, SE. of
cor., marked the aluminum cap 1-P9 2-P10 MS
4823A; from which

The S. 1/4 cor. of sec. 25, T.3 S., R.23 W.,
G.& S.R.M., bears S. 84°17'11"E., 815.87
ft. dist., monumented with an irom post, 1
ins. in diam. 20 ins. above the ground,
firmly set, with the brass cap properly
marked.

No local bearing objects or bearing trees
available.

Thence N.21°57'36" W.

300.00 Lode line; discovery point bears N.68°02'24"
E., 285.00 ft. dist.

550. Center of wash, 6 ft. wide, course N.45° E.

600.00 Cor. No. 2, identical with a cor. of the
location.

Set 3/4 in. diam. galvanized iron pipe, 26
ins. long, 15 ins. in the ground, surrounded by
a 3 ft. diam. mound of stone to top, with a 2
ins. diam. aluminum cap marked 2-P9 MS 4823A;
from which

The S. face of a rock ledge, 3 ft. above the
general surface, bears N.69°12' E., 18.76
ft. dist., marked X BO 2-P9 MS 4823A.

The SE. face of a 2 ft. sq. boulder, 3 ft.
high, bears S. 0°6' W., 28.66 ft. dist.,
marked X BO 2-P9 MS 4823A.

Thence N.68°02'24" E.

95. Center of wash, 6 ft. wide, course N.25° E.

545, Center of wash, 8 ft. wide, course S.65° E.

635. Center of wash, 12 ft. wide, course N.25° E.
725. Center of wash, 8 ft. wide, course S.35° E.
1025. Center of road, 10 ft. wide, course N.45° E.

and S.45° W.

GPO 845 =746



Form 960019
(May 1978)
(formerly 9180-21)

o

Mineral Survey No. 4823 A

FEET

1145.

1245,

1495.

1500.00

30.

300.00

330.00

600.00

135.

245,

885.

930.

965.

1110.

Center of wash, 8 ft. wide, course N.50° E.
Center of wash, 8 ft. wide, course N. 30° W.

Center of sand wash, 15 ft. wide, course S.40°
E.

Cor. No. 3, identical with Cor. No. 2 of the
NJZ #1 mill site of this survey and with a cor.
of the location.

This Cor. falls in a sand wash, where a
permanent monument cannot be established; from
which

A point for witness cor. No. 3, bears
N.68°02'24"E., 9.00ft. dist., set an
aluminum cap 2 ins. diam., 2 1/2 ins.
stem, cemented in a drill hole, on a rock
ledge 4 ft. above the wash, raised mound
of stone, 4 ft. base, 2 ft. high, W. of
witness cor.,marked the aluminum cap W.C.
3-P9 2-NJZ1 MS 4823A/B.

Thence S.21°57'36" E.

Center of sand wash, 20 ft. wide, course §.30°
E.

Lode line; discovery point bears 5.68°02'24"
W., 1215.00 ft. dist.

Cor. No. 1 of the NJZ #1, identical with Cor.
No. 2 of the NJZ #2, both mill sites of this
survey.

Cor. No. 4, identical with Cor. No. 3 of the
POP #10 lode of this survey and with a cor. of

the location, on line 1-2 of the NJZ #2 mill
site of this survey.

Set a 3/4 in. diam. galvanized iron pipe, 26
ins. long, 1l ins. in the ground, surrounded by
a 3 ft. diam. mound of stone to top, with a 2
ins. diam. aluminum cap marked 4-P9 3-P10 M.S.
4823A.

No local bearing objects or bearing trees
available.

Thence S.68°02'24" W.
Center of wash, 4 ft. wide, course $.65° E.
Center of wash, 4 ft. wide, course N.10° E.

Center of road, 10 ft. wide, course N,15° W.
and S.15° E.

E. edge bulldozed area.
W. edge bulldozed area.

Center of drill road, 12 ft. wide, course
N.20° W. and S$.20° E.

(This form bound on left side)
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1500.00 Cor. No. 1, and place of beginning.

POP #10 Lode

Beginning at Cor. No. 1 of the POP #10 lode,
identical with Cor. No. 1 of the POP #11 lode
of this survey and with a cor. of the location;
from which

The S. 1/4 cor. of sec. 25, T.3 S., R.23 W.,
G.& S.R.M., bears N, 51°01'38" E., 755.61
ft. dist., heretofore described.

This Cor. falls on a steep ledge of decomposed
rock, where a permanent monument cannot be
established.

Thence N.21°57'36" W.

65.00 Set an aluminum cap 2 ins. diam., 2 1/2 ins.
stem, in concrete, at ground surface, for
witness cor. No. 1, raised mound of stone 3 ft.
base, 2 ft.high, NE. of cor., marked the
aluminum cap W.C. 1-P10 1-P1l1 MS 4823A.

300.00 Lode line; discovery point bears N.68°02'24"
E., 475.00 ft. dist.

380. Center of wash, 4 ft. wide, course due E.

600.00 Cor. No. 2, identical with Cor. No. 1 of the
POP #9 lode of this survey and with a cor. of
the location.

Thence N.68°02'24" E.

390. Center of drill road, 12 ft. wide, course
N.20° W. and S.20° E.

535. W. edge bulldozed area.

570. E. edge bulldozed area.

615. Center of road, 10 ft. wide, course N.15° W.
and S.15° E.

1255. Center of wash, 4 ft. wide, course N.10° E.

1365. Center of wash, 4 ft. wide, course S$.65° E.

1500.00 Cor. No. 3, identical with Cor. No. 4 of the
POP #9 lode of this survey and with a cor. of
the location.

Thence S5.21°57'36" E.
60.00 Cor. No. 1 of the NJZ #2 mill site identical
with Cor. No. 1 of the NJZ #3 mill site both

mill sites of this survey.

100. Center of wash, 4 ft. wide, course N.70° E.

GPO 845-746
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300.00

325.

390.00

600.00

1005.

1500.00

250.

300.00

600.00

350.

385.

Lode line; discovery point bears S.68°02'24"
W., 1025.00 ft. dist.

Center of wash, 2 ft. wide, course N.45° E.

Cor. No. 2 of the NJZ #3 mill site of this
survey.

Cor. No. 4, identical with Cor. No. 4 of the
POP #11 lode of this survey.

Set a 3/4 in. diam. galvanized iron pipe, 26
ins. long, 17 ins. in the ground, surrounded by
a 3 ft. diam. mound of stone to top, with a 2

ins. diam. aluminum cap marked 4-10 4-Pl1 MS
4823A.

No local bearing objects or bearing trees
available.

Thence S.68°02'24" W.
Center of wash, 10 ft. wide, course S$.10° E.

Cor. No. 1, and place of beginning.

POP #11 Lode

Beginning at cor. No.l of the POP #11 lode,
identical with cor. No. 1 of the POP #10 lode
of this survey and with a cor. of the locationm.

Thence S$.21°57'36" E.
Center of wash, 6 ft. wide, course S$.70° E.

Lode line; discovery point bears N.68°02'24"
E., 410.00 ft. dist.

Cor. No. 2, identical with Cor. No. 2 of the
POP #13 lode of this survey and with a cor. of
the location.

Set a 3/4 in. diam. galvanized iron pipe, 26
ins. long, 11 ins. in the ground, surrounded by
a 3ft. diam. mound of stone to top, with a 2
ins. diam. aluminum cap marked 2-Pl1 2-P13 MS
4823A; from which

The N. face of a 3 ft. X 6 ft. boulder, 3 ft.
high, bears S.12°37' E., 76.20 ft. dist.,
marked X BO 2P-11 2-P13 MS 4823A.

The E. face of a 2 ft. X 3 ft. boulder, 3 ft.
high, bears S.22°51' W., 59.24 ft. dist.,
marked X BO 2P-11 2-P13 MS 4823A.

Thence N.68°02'24" E.

Center of road, 10 ft. wide, course N.25° E.
and S.25° W.

Center of road, 10 ft. wide, course due N. and
S.

(This form bound on left side)
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450. Center of wash, 3 ft. wide, course N.25° E.
515. Center of wash, 7 ft. wide, course S.65° E.
1415. Center of sand wash, 10 ft. wide, course N.40°
E.
1485. Center of road, 10 ft. wide, course N.60° W.

and S.60° E.

1500.00 Cor. No. 3, identical with Cor. No. 3 of the
POP #13 lode of this survey and with a cor. of
the location.

Set a 3/4 in. diam. galvanized iron pipe, 26
ins. long, 13 ins. in the ground, surrounded by
a 3 ft. diam. mound of stome to top, with a 2
ins. diam. aluminum cap marked 3-Pl11 3-P13

MS 4823A.
No local bearing objects or bearing trees
available.
Thence N.21°57'36" W.
25. Center of sand wash, 12 ft. wide, course S.85°
E.

300.00 Lode line; discovery point bears S.68°02'24"
W., 1090.00 ft. dist.

345, Center of wash, 2 ft. wide, course N.70° E.
470, Center of wash, 2 ft. wide, course N.45° E.
560. Center of road, 10 ft. wide, course N.15° E.

and S.15° W.
600.00 Cor. No. 4, identical with Cor. No. 4 of the
POP #10 lode of this survey and with a cor. of
the location.

Thence S.68°02'24" W.
1005. Center of wash, 10 ft. wide, course S.10° E.

1500.00 Cor. No. 1, and place of beginning.

POP #13 Lode

Beginning at Cor. No. 1l of the POP #13 lode,
identical with Cor. No. 1 of the POP #l14 lode
of this survey and with a cor. of the location.

Set a 3/4 in. diam. galvanized iron pipe, 26
ins. long, 9 ins. in the ground, surrounded by
a 3 ft. diam. mound of stone to top, with a 2
ins. diaw. aluminum cap marked 1-P13 1-Pl4 MS
4823A; from which

The S. 1/4 cor. of sec. 25, T.3 S., R.23 W.,
G.& S.R.M., bears N. 4°59'27" E., 1594.22
ft. dist., heretofore described.

GPO 845~=746
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175.

300.00

600.00

350.

385.

450.
515.

1415.

1485.

1500.00

20.

300.00

600.00

1110.

1500.00

No local bearing objects or bearing trees
available.

Thence N.21°57'36" W.
Center of wash, 4 ft. wide, course N.65° E.

Lode line; discovery point bears N.68°02'24"
E., 255.00 ft. dist.

Cor. No. 2, identical with Cor. No. 2 of the
POP #11 lode of this survey and with a cor. of
the location.

Thence N.68°02'24" E.

Center of road, 10 ft. wide, course N.25° E.
and S$.25° W.

Center of road, 10 ft. wide, course due N. and
S.

Center of wash, 3 ft, wide, course N.25° E.
Center of wash, 7 ft. wide, course S$.65° E.

Center of sand wash, 10 ft. wide, course N.40°
E.

Center of road, 10 ft. wide, course N.60° W.
and S.60° E.

Cor. No. 3, identical with Cor. No. 3 of the
POP #11 lode of this survey and with a cor. of
the location.

Thence §.21°57'36" E.

Center of road, 8 ft. wide, course N.60° W.
and S.60° E., and center of wash, 2 ft. wide,
course N.20° E.

Lode line; discovery point bears S.68°02'24"
W., 1245.00 ft, dist.

Cor. No. 4, identical with Cor. No. 4 of the
POP #14 1lode of this survey and with a cor. of
the location.

Set an aluminum cap 2 ins. diam., 2 1/2 ins.
stem, in concrete, at ground surface, raised a
mound of stone 4 ft. base, 3 ft. high, W. of
cor., marked the aluminum cap 4-P13 4-Pl4 MS
4823A.

No local bearing objects or bearing trees
available.

Thence S$.68°02'24" W.

Center of road, 10 ft. wide, course N.50° W.
and S$.50° E.

Cor. No. 1, and place of beginning.

(This form bound on left side)
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POP #14 Lode

Beginning at Cor. No. 1 of the POP #14 lode,
identical with Cor. No. 1 of the POP #13 lode
of this survey and with a cor. of the location.

Thence $.21°57'36" E.

300.00 Lode line; discovery point bears N.68°02'24"
E., 390.00 ft. dist,

350. Center of wash, 15 ft. wide, course N.45° E.

600.00 Cor. No. 2, identical with Cor. No. 2 of the
POP #15 lode of this survey and with a cor. of
the location.

Set an aluminum cap 2 ins. diam., 2 1/2 ins.
stem, in concrete, at ground surface, raised a
mound of stomne, 3 ft. base, 3 ft. high, N. of
cor., marked the aluminum cap 2-Pl4 2-P15 MS
4823A.

No local bearing objects or bearing trees
available.

Thence N.68°02'24" E.

310. Center of road, 10 ft. wide, course N.25° W.
and $.25° E.

575. Center of wash, 15 ft. wide, course S.30° E.
975. Center of wash, 12 ft. wide, course N.20° E.
1030. Center of wash, 2 ft. wide, course N.40° W.

1500.00 Cor. No. 3, identical with Cor. No. 3 of the
POP #15 lode of this survey and with a cor. of
the location.

Set a 3/4 in. diam. galvanized iron pipe, 26
ins. long, 17 ins. in the ground, surrounded by
a 4 ft. diam. mound of stone to top, with a 2
ins. diam. aluminum cap marked 3-P14 3-P15 MS
4823A.

No local bearing objects or bearing trees
available.

Thence N,21°57'36" W.
60. Center of wash, 12 ft. wide, course due. E.

300.00 Lode line; discovery point bears S$.68°02'24"
W., 1110.00 ft. dist.

600.00 Cor. No. 4, identical with Cor. No. 4 of the
POP #13 lode of this survey and with a cor. of
the location.

Thence S.68°02'24" W,

GPO 845 -746
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1110.

1500.00

300.00

600.00

310.

575.

975.

1030.

1500.00

300.00

315.

590.00

Center of road, 10 ft. wide, course N.50° W.
and S$.50° E.

Cor. No. 1, and place of beginning.

POP #15 Lode

Beginning at Cor. No. 1 of the POP #15 lode,
identical with Cor. No. 1 of the POP #16 lode
of this survey and with a cor. of the location.

Set an aluminum cap 2 ins. diam., 2 1/2 ins.
stem, cemented in drill hole on SE. face of a
rock ledge, at ground surface, encircled by a
3ft. diam., 2 ft. high mound of stone, marked
the aluminum cap 1-P1l5 1-Pl6 MS 4823A; from
which

The S. 1/4 cor. of sec. 25, T.3 S., R.23 W.,
G.& S.R.M., bears N. 6°32'54" w., 2718.84
ft. dist., heretofore described.

No local bearing objects or bearing trees
available.

Thence N.21°57'36" W.

Lode line; discovery point bears N.68°02'24"
E., 475.00 ft. dist.

Cor. No. 2, identical with Cor. No. 2 of the
POP #14 lode of this survey and with a cor. of
the location.

Thence N.68°02'24" E.

Center of road, 10 ft. wide, course N.25° W.
and S§.25° E.

Center of wash, 15 ft. wide, course $.30° E.
Center of wash, 12 ft. wide, course N.20° E.
Center of wash, 2 ft. wide, course N.40° W.
Cor. No. 3, identical with Cor. No. 3 of the
POP #14 lode of this survey and with a cor. of
the location.

Thence S$.21°57'36" E.

Lode line; discovery point bears S$.68°02'24"
W., 1025.00 ft, dist,

Center of wash, 2 ft. wide, course N.70° E.

Set an aluminum cap 2 ins.diam., 2 1/2 ins.
stem, in concrete, at ground surface, for
witness cor. No. 4, raised a mound of stome, 3
ft. base, 2 ft. high E. of cor., marked the
aluminum cap W.C. 4-P15 4-P16 MS 4823A.

(This form bound on left side)
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600.00 Cor. No. 4, identical with Cor. No. 4 of the
POP #16 lode of this survey.

This Cor. falls on an inaccessible cliff, where
a monument cannot be set.

Thence S$.68°02'24" W.

465. Center of wash, 4 ft. wide, course S. 5° E.
975. Center of wash, 8 ft. wide, course S.45° E.
1040. Center of road, 10 ft. wide, course N.15° W.

and S.15° E.

1500.00 Cor. No. 1, and place of beginning.

POP #16 Lode

Beginning at Cor. No. 1 of the POP #16 lode,
identical with Cor. No. 1 of the POP #15 lode
of this survey and with a cor. of the location.

Thence $.21°57'36" E.

270.00 Cor. No. 4 of the G+W #1 mill site of this
survey.

300.00 Lode line; discovery point bears N.68°02'24"
E., 385.00 ft. dist.

600.00 Cor. No. 2, identical with Cor. No. 3 of the
G+W #1 mill site of this survey and a cor. of
the location, on line 2-3 of the G+W #2 mill
site of this survey.

Set a 3/4 in. diam. galvanized iron pipe, 26
ins. long, 16 ins., in the ground, surrounded by
a 3 ft. diam. mound of stone to top, with a 2
ins. diam. aluminum cap marked 2-P16 3-GW1l MS
4823A.

No local bearing objects or bearing trees
available.

Thence N.68°02'24" E.

340. Center of road, 10 ft. wide, course N.25° W.
and S.25° E.

370. Center of wash, 8 ft. wide, course 5.20° E.

430.00 Cor. No. 3 of the G+W #2 mill site of this
survey.

1265. Center of wash, 6 ft. wide, course S.70° E.

1500.00 Cor. No. 3, identical with a cor. of the
location.

GPO 845~=746
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300.00

600.00

465.
975.
1040.

1500.00

Set an aluminum cap 2 ins. diam., 2 1/2 ins.
stem, in concrete, at ground surface, raised a
mound of stone, 3 ft. base, 2 ft. high, S. of
cor., marked the aluminum cap 3-P16 MS 4823A;
from which

The S. face of a massive rock ledge, at the
general surface, bears N.57°12' W., 7.80
ft. dist., marked X BO 3-P16 M.S. 4823A.

The top of a massive rock ledge bears N.
3°18' E., 19.21 ft. dist., marked X BO
3-P16 MS 4823A.

Thence N.21°57'36" W.

Lode line; discovery point bears $.68°02'24"
W., 1115.00 ft. dist.

Cor. No. 4, identical with Cor. No. 4 of the
POP #15 lode of this survey.

This Cor. falls on an inaccessible cliff, where
a monument cannot be set; from which

A point for witness cor. No. 4 bears
N.21°57'36" W., 10.00 ft. dist.,
heretofore described.

Thence S.68°02'24"W.
Center of wash, 4 ft. wide, course S. 5°E.
Center of wash, 8 ft. wide, course S. 45° E.

Center of road, 10 ft. wide, course N. 15° W.

Cor. No. 1, and place of beginning.

Mineral Survey No. 4823B

NJZ #1 mill site

Beginning at Cor. No. 1 NJZ #1 mill site,
identical with Cor. No. 2 of the NJZ #2 mill
site of this survey and with a cor. of the
location, on line 3-4 of the POP #9 lode of
this survey.

Set an aluminum cap 2 ins. diam., 2 1/2 ins.
stem, in concrete, at ground surface, raised
mound of stone, 2 ft. base, 2 ft. high, E. of
Cor., marked the aluminum cap 1-NJZ1 2-NJZ2
M.S. 4823B; from which

The S. 1/4 cor. of sec. 25, T.3 S., R.23 W.,
G.&S.R.M., bears S. 28°11'21"W. 1012.69
ft. dist., heretofore described.

(This form bound on left side)
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No local bearing objects or bearing trees
available.
Thence N.21°57'36"W.
300. Center of sand wash, 20 ft. wide, course

S.30°E.
330.00 Cor. No. 2,

This cor. falls in a sand wash, where a
permanent monument cannot be established.

Thence N. 68°02'24"E.

9.00 Witness cor. No. 2, identical with witness cor.
No. 3, POP #9 lode of this survey.

360. Center of road, 10 ft. wide, course N. 15°E.
and S.15°W.

405, Center of wash, 2 ft. wide, course S.15°W.

660.00 Cor. No. 3, identical with a cor. of the
location.

Set a 3/4 in. diam. galvanized iron pipe, 26
ins. long, 12 ins. in the ground, surrounded by
a 3 ft. diam. mound of stone to top, with a 2
ins. diam. aluminum cap marked 3-NJZl MS
4823B.

No local bearing objects or bearing trees
available.

Thence $.21°57'36" E.

55. Center of wash, 2 ft. wide, course
S.Soo w‘

330.00 Cor. No. 4, identical with Cor. No. 3 of the
NJZ #2 mill site of this survey and with a cor.
of the location.

Set a 3/4 in. diam. galvanized iron pipe, 26
ins. long, 13 ins. in the ground, surrounded by
a 4 ft. diam. mound of stone to top, with a 2
ins. diam. aluminum cap marked 4-NJZ1 3-NJZ2
MS 4823B.

No local bearing objects or bearing trees
available.

Thence S5.68°02'24" W.

230. Center of wash, 4 ft. wide, course $.30° E.
255. Center of wash, 2 ft. wide, course S.70° E.
390. Center of road, 10 ft. wide, course N.55° W.

and S.55° E.

530. Center of sand wash, 20 ft. wide, course S.40°

660.00 Cor. No. 1, and place of beginning.
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NJZ #2 mill site

Beginning at Cor. No. 1 NJZ #2 mill site,
identical with Cor. No. 1 of the NJZ #3 mill
site of this survey and with a cor. of the
location, on line 3-4 of the POP #10 lode of
this survey.

Set a 3/4 in. diam. galvanized iron pipe, 26
ins. long, 18 ins. in the ground, surrounded by
a 3 ft. diam. mound of stone to top, with a 2
ins. diam. aluminum cap marked 1-NJZ2 1-NJZ3
MS 4823B;

The S. 1/4 cor. of sec. 25, T.3 S., R.23 W.,
G.5S.R.M., bears S.45°44'09" W., 840.32
ft. dist., heretofore described.

The N. face of a 1 1/2 ft. sq. boulder, 1 1/2
ft. high, bears $.42°39' E., 92.56 ft.
dist., marked X BO 1-NJZ2 1-NJZ3 MS 4823B.

The top of a 3 ft. X 4 ft. boulder, 2 ft.
high, bears S.73°52' W., 28.71 ft. dist.,
marked X BO 1-NJZ2 INJZ3 MS 4823B.

Thence N.21°57'36" W.

Cor. No. 4 of the POP #9, identical with Cor.
No. 3 of the POP #10, both lodes of this
survey.

Cor. No. 2, identical with Cor. No. 1 of the
NJZ #1 mill site of this survey and with a cor.
of the location, on line 3-4 POP #9 of this
survey.

Thence N.68°02'24" E.

Center of sand wash, 20 ft. wide, course S.40°
E.

Center of road, 10 ft. wide, course N.55° W.
and S.55° E.

Center of wash, 2 ft. wide, course S.70° E.
Center of wash, 4 ft. wide, course S.30° E.

Cor. No. 3, identical with Cor. No. 4 of the
NJZ #1 mill site of this survey and with a cor.
of the location.

Thence S.21°57'36" E.

Cor. No. 4, identical with Cor. No. 4 of the
NJZ #3 mill site of this survey.

Set a 3/4 in. diam. galvanized iron pipe, 26
ins. long, 15 ins. in the ground, surrounded by
a 3 ft. diam. mound of stone to top, with a 2
ins. diam. aluminum cap marked 4-NJZ2 4-NJZ3
MS 4823B;

(This form bound on left side)
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The S. face of a 2 ft. X 3 ft. boulder, 4 ft.
high, bears N.46°35' E., 21.08 ft. dist.,
marked X BO 4-NJZ2 4-NJZ3 MS 4823B.

The E. face of a 2 ft. X 4 ft. boulder, 1 ft.
high, bears $.52°54' E., 23.76 ft. dist.,
marked X BO 4-NJZ2 4-NJZ3 MS 4823B.

Thence S.68°02'24" W.
160. Center of wash, 4 ft, wide, course S$.50° E.

415, Center of wash, 6 ft. wide, course S. 5° E.

505. Center of road, 10 ft. wide, course N.20° W.
and S.20° E.

615. Center of wash, 2 ft. wide, course due N.

660.00 Cor. No. 1, and place of beginning.

NJZ #3 mill site

Beginning at Cor. No. 1 NJZ #3 mill site,
identical with Cor. No. 1 of the NJZ #2 mill
site of this survey and with a cor. of the

location.,
Thence $.21°57'36" E.
40. Center of wash, 4 ft. wide, course N.70° E.
265. Center of wash, 2 ft. wide, course N.45° E.

330.00 Cor. No. 2, identical with a cor. of the
location, on line 3-4 of the POP #10 lode of
this survey.

Set a 3/4 in. diam. galvanized iron pipe, 26
ins. long, 17 ins. in the ground, surrounded by
a 3 ft. diam. mound of stone to top, with a 2
ins. diam. aluminum cap marked 2-NJZ3 MS 4823B.

No local bearing objects or bearing trees
available.

Thence N.68°02'24" E.

80. Center of road, 10 ft. wide, course N. 5° E.
and S. 5° W.
190. Center of wash, 2 ft. wide, course S.70° E.
450. Center of wash, 2 ft. wide, course N.65° E.
610. Center of wash, 4 ft. wide, course due N.
637.50 Set an aluminum cap 2 ins. diam., 2 1/2 ins.

stem, in concrete, at ground surface, for
witness cor. No. 3, raised a mound of stone, 3
ft. base, 2 ft. high, W. of cor. marked the
aluminum cap W.C. 3-NJZ3 MS 4823B.
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Cor. No. 3, identical with a cor. of the
location.

This Cor. falls in a sand wash, where a
permanent monument cannot be established.

Thence N.21°57'36" W.
Left bank of sand wash, course N.85° E.
Cor. No. 4, identical with Cor. No. 4 of the
NJZ #2 mill site of this survey and with a cor.
of the location,

Thence S$.68°02'24" W.
Center of wash, 4 ft. wide, course S$.50° E.

Center of wash, 6 ft. wide, course S. 5° E.

Center of road, 10 ft. wide, course N.20° W.
and S$.20° E.

Center of wash, 2 ft. wide, course due N.

Cor. No. 1, and place of beginning.

G+W #1 mill site

Beginning at Cor. No. 1, identical with a cor.
of the location,

Set an aluminum cap 2 ins., diam., 2 1/2 ins.
stem, in concrete, at ground surface, raised a
mound of stone, 3 ft. base, 3 ft. high, NE. of
cor., marked the aluminum cap 1-GWl1 MS 4323B;
from which

The S. 1/4 cor. of sec. 25, T.3 S., R.23 W.,
G.& S.R.M., bears N. 3°35'51" E., 3204.64
ft. dist., heretofore described.

No local bearing objects or bearing trees
available.

Thence $.21°57'36" E.

Cor. No. 2, identical with a cor. of the
location.

Set a 3/4 in. diam. galvanized iron pipe, 26
ins. long, 13 ins., in the ground, surrounded by
a 4 ft. diam. mound of stone to top, with a 2
ins. diam. aluminum cap marked 2-GW1 MS 4823B;
from which

The NE. face of a steep ledge, 15 ft. above
the general surface, bears $.12°36' W.,
25.11 ft. dist., marked X BO 2-GW1 MS
4823B.

(This form bound on left side)
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The S. face of a ledge, 4 ft. above the
general surface, bears N.39°26' W., 52.56
ft. dist., marked X BO 2-GW1 MS 4823B.

Thence N.68°02'24" E.

430.00 Cor. No. 2 of the G+W #2 mill site of this
survey.

595. Center of wash, 6 ft. wide, course S$.45° E.

660.00 Cor. No. 3, identical with Cor. No. 2 of the
POP #16 lode of this survey and with a cor. of
the location, on line 2-3 G+W #2 mill site.

Thence N.21°57'36" W.

330.00 Cor. No. 4, identical with a cor. of the
location, on line 1-2 of the POP #16 lode of
this survey.

Set a 3/4 in. diam. galvanized iron pipe, 26
ins. long, 17 ins. in the ground, surrounded by
a 3 ft. diam. mound of stone to top, with a 2
ins. diam. aluminum cap marked 4-GW1 M.S.
4823B; from which

The S. end of a rock ledge, 4 ft. above the
general surface, bears §.23°22' E., 42.59
ft. dist., marked X BO 4-GW1 MS 4823B.

The top of a 3 ft. X 2 ft. boulder, 1 ft.
high, bears N.33°01' W., 56.90 ft. dist.,
marked X BO 4-GW1 MS 4823B.

Thence S$.68°02'24" W.

660 .00 Cor. No. 1, and place of beginning.

G+W #2 mill site

Beginning at Cor. No. 1 G+W #2 mill site,
identical with Cor. No. 2 of the G+W #3 mill
site of this survey and with a cor. of the
location.

Set an aluminum cap 2 ins. diam., 2 1/2 ins.
stem, in concrete, on a ledge, 4 ft. above
general surface, raised a mound of stone, 3 ft.
base, 2 ft. high, SW. of cor.,marked the
alumimnum cap 1-GW2 2-GW3 MS 4823B; from which

The S. 1/4 cor. of sec. 25, T.3 S., R.23 W.,
G.&S.R.M., bears N. 6°07'21"W., 3490.32
ft. dist., heretofore described.

No local bearing objects or bearing trees
available.

Thence N.21°57'36" W.
136.75 Cor. No. 2, identical with a cor. of the

location, on line 2-3 of the G+W #1 mill site
of this survey.
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Set an aluminum cap 2 ins. diam., 2 1/2 in.
stem, in concrete, on the edge of a 100 ft.
high cliff, raised a mound of stome, 3 ft.
base, 3 ft. high, SW. of cor., marked the
aluminum cap 2-GW2 MS 4823B.

No local bearing objects or bearing trees
available.

Thence N.68°02'24" E.
Center of wash, 6 ft. wide, course $.45° E.

Cor. No. 2 of the POP #16 lode, identical with
Cor. No. 3 of the G+W #1 mill site, both of
this survey.

Center of road, 10 ft. wide, course N.25° W.
and S.25° E.

Center of wash, 8 ft. wide, course $.20° E.

Cor. No. 3, identical with a cor. of the
location, omn line 2-3 of the POP #16 lode of
this survey.

Set an aluminum cap 2 ins. diam., 2 1/2 ins.
stem, in concrete, at ground surface raised a
mound of stone, 3 ft. base, 2 ft. high, W. of
cor., marked the aluminum cap 3-GW2 MS 4823B.

No local bearing objects or bearing trees
available.

Thence S$.21°57'36" E.

Cor. No. 4, identical with Cor. No. 3 of the
G+W #3 mill site of this survey and with a cor.
of the location.

Set an aluminum cap 2 ins. diam., 2 1/2 ins.
stem, in concrete, at ground surface, encircled
by a 5 ft. diam., 1 ft. high mound of stone,
marked the aluminum cap 4-GW2 3-GW3 MS 4823B;
from which

The N. face of a massive rock ledge, 4 ft.
above the general surface, bears $.83°00'
E., 28.91 ft, dist., marked X BO 4-GW2
3-GW3 MS 4823B.

The W. face of a massive rock ledge, 4 ft.
above the general surface, bears S.44°18'
E., 61.59 ft. dist., marked X BO 4-GW2
3-GW3 MS 4823B.

Thence $.68°02'24" W.

Center of wash, 15 ft. wide, course S8.35° E.

Center of road, 10 ft. wide, course N.25° W.
and S.25° E.

Center of wash, 6 ft. wide, course §.25° E.

Cor. No. 1, and place of beginning.

(This form bound on left side)
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G+W #3 mill site

Beginning at Cor. No. 1 G+W #3 mill site,
identical with Cor. No. 1 of the G+W #4 mill
site of this survey and with a cor. of the
location.

Set an aluminum cap 2 ins. diam., 2 1/2 ins.
stem, in concrete, at ground surface, raised a
mound of stone, 3 ft. base, 2 ft. high, NE. of
cor., marked the alumimnum cap 1-GW3 1-GW4 MS
4823B; from which

The S. 1/4 cor. of sec. 25, T.3 S., R.23 W.,
G.& S.R.M., bears N. 7°28'39" W., 3808.86
ft. dist., heretofore described.

No local bearing objects or bearing trees
available.

Thence N.21°57'36" W.

330.00 Cor. No. 2, identical with Cor. No. 1 of the
G+W #2 mill site of this survey and with a cor.
of the location.

Thence N.68°02'24" E.
540. Center of wash, 6 ft. wide, course S$.25° E.

575. Center of road, 10 ft. wide, course N.25° W.
and §.25° E.

615. Center of wash, 15 ft, wide, course S.35° E.

660.00 Cor. No. 3, identical with Cor. No. 4 of the
G+W #2 mill site of this survey and with a cor.
of the location.

Thence $.21°57'36" E.

330.00 Cor. No. 4, identical with Cor. No. 5 of the
G+W #4 mill site of this survey and with a cor.
of the location.

Set an aluminum cap 2 ins. diam., 2 1/2 ins.
stem, in concrete, at ground surface, raised a
mound of stomne, 3 ft. base, 2 ft. high, W. of
cor. marked the aluminum cap 4-GW3 5-GW4 MS
4823B.

No local bearing objects or bearing trees
available.

Thence S.68°02'24" W.
155. Center of wash, 12 ft. wide, course S.30° E.,
and center of road, 10 ft. wide, course N.30°

W. and S.30° E.

660.00 Cor. No. 1, and place of beginning.
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G+W #4 mill site

Beginning at Cor. No. 1 G+W #4 mill site ,
identical with Cor. No. 1 of the G+W #3 mill
site of this survey and with a cor. of the
location.

Thence S.21°57'36" E.

Cor. No. 2, identical with a cor. of the
location.

Set an aluminum cap 2 ins. diam., 2 1/2 ins.
stem, in concrete, at ground surface, raised a
mound of stone, 3 ft. base, 2 ft. high, W. of
cor., marked the aluminum cap 2-GW4 MS 4323B;
from which

The E. face of a rock ledge, 3 ft. above the
general surface, bears $.71°55' W., 20.17
ft. dist., marked X BO 2-GW4 MS 4823B.

The S. face of a massive rock ledge, 6 ft.
above the general surface, bears N.26°17'
E., 23.48 ft. dist., marked X BO 2-GW4 MS
4823B.

Thence N.68°24'30" E.
NW. Cor. M.S. 279 Mendivil lode.
Center of wash, 14 ft. wide, course S.50° E.

Cor. No. 3, identical with NC. Cor. MS 279
Mendivil lode and with a cor. of the location.

Set an aluminum cap 2 ins. diam., 2 1/2 ins.
stem, in concrete, at ground surface, raised a
mound of stone, 3 ft. base, 2 ft. high, E. of
cor., marked the aluminum cap 3-GW4 MS 4823B
M.N.C.U.S.S.

No local bearing objects or bearing trees
available.

Thence N.68°10'40" E.

Center of wash, 20 ft. wide, course S.10° W.,
and center of road, 10 ft. wide, course N.1l0°
E. and S.10° W.

Cor. No. 4, identical with a cor. of the
location, on line NC. -NE. M.S. 279 Mendivil
lode.

Set an aluminum cap 2 ins. diam., 2 1/2 ins.
stem, in concrete, at ground surface, raised a
mound of stone, 3 ft. base, 2 ft. high, SW. of
cor., marked the aluminum cap 4-GW4 MS 4823B.

(This form bound on left side)
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No local bearing objects or bearing trees
available.

Thence N.21°57'36" W.
Cor. No. 5, identical with Cor. No. 4 of the
G+W #3 mill site of this survey and with a cor.
of the location.

Thence S.68°02'24" W.
Center of wash, 12 ft., wide, course S$.30° E.,
and center of road, 10 ft. wide, course N.30°

W. and S.30° E.

Cor. No. 1, and place of beginning.

RUF #1 mill site

Beginning at Cor. No. 1 RUF #1 mill site,
identical with Cor. No. 1 of the RUF #2, Cor.
No. 1 of the RUF #12, and Cor. No. 1 of the RUF
#13, all mill sites of this survey, and with a
cor. of the location.

Set a 3/4 in. diam. galvanized iron pipe, 26
ins. long, 14 ins. in the ground, surrounded by
a 3 ft, diam. mound of stone to top, with a 2
ins. diam. aluminum cap marked 1-R1 1-R2 1-RI12
1-R13 MS 4323B; from which

The cor. of secs. 1,2,11, and 12, T.4 S.,
R.23 W., G.&S.R.M. bears N.62°23'14"E.,
1432.56 ft. dist., monumented with an iron
post, 2 1/2 ins. in diam., 20 ins. above
the ground, firmly set, with the brass cap
properly marked.

No local bearing objects or bearing trees
available.

Thence S.89°49'14" W.
Center of wash, 14 ft. wide, course S.45° E.

Center of road, 8 ft. wide, course N.40° W.
and S.40° E.

Cor. No. 2, identical with Cor. No. 2 of the
RUF #13 mill site of this survey and with a
cor. of the location.

Set a 3/4 in. diam. galvanized irom pipe, 26
ins. long, 14 ins. in the ground, surrounded by
a 3 ft. diam. mound of stone to top, with a 2
ins. diam. aluminum cap marked 2-R1 2-R13 MS
4823B.

No local bearing objects or bearing trees
available.

Thence N. 0°10'46" W.
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Center of wash, 3 ft. wide, course S$.20° E.
Center of wash, 3 ft. wide, course S.45° W,

Cor. No. 3, on the S. line of sec. 2, from
which cor. of secs. 1,2,11, and 12, T.4 S.,
R.23 W., G.&S.R.M., bears N.89°49'14"E.,
1601.47 ft. dist., heretofore described.

This Cor. falls in the center of a road, 12 ft.
wide, course N.60° W. and S5.60° E., where a
permanent monument cannot be established.

Thence N.89°49'14" E.

A point for witness cor., set a 3/4 in. diam.
galvanized iron pipe, 26 ins. long, 12 ins. in
the ground, surrounded by a 3 ft. diam. mound
of stone to top, with a 2 ins. diam. aluminum
cap marked W.C. 3-R1l M.S. 4823B.

Center of wash, 4 ft. wide, course S.45° W,

Cor. No. 4, identical with Cor. No. 4 of the
RUF #2 mill site of this sur